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PROPELLER LOG BOOK

SENSENICH PROPELLER MFG. CO.
Lititz, Pennsylvania 17543

Internet: http://www.sensenich.com.

THIS LOG BOOK IS TO BE KEPT
WITH THE PROPELLER
FOR RECORDING OF ALL PROPELLER MAINTENANCE WORK PERFORMED

LBGEN 6/99



PROPELLER MAINTENANCE RECORD DESCRIPTION OF ALL OPERATIONS
N PERTAINING TO AIRWORTHINESS DIRECTIVES,
SERVICE BULLETINS, SERVICE LETTERS,
& MINOR ADJUSTMENTS

PROPELLER MODEL
PROPELLER SERIAL NUMBER
1 TACH
DATE TIME DESCRIPTION OF WORK SIGNATURE
TABLE OF PROPELLER ATTACHING BOLT WRENCH TORQUE
Sensenich Metal Propellers (the proper torque is also shown on Blade Information Decal)
RECOMMENDED WRENCH TORQUE

PROPELLER SERIES** BOLT DIA. (inches) TEY ft.-b. n.-m.
69CK, M69CK (6 bolts)
72CK (6 bolts)
74CK. M74CK (6 bolts)
76AK, M76AK (6 bolts) 3/ (0.375) 280-300 23-25 32-34
76AM6, M76AM (6 bolts)
74DM6, M74DM (6 bolts)
74DR. M74DR (8 bolts)
74DM7 (6 bolts) ’/16 (0.4375) 480-540 40-45 54-61
72CC. 72FM8 (6 bolts)
74DC, M74DC (6 bolts) '/2 (0.500) 720-780 60-65 81-88
76EM8, M76EMM (6 bolts)

" 80BM8, MBOBMM (bolts)

* Not in production
** These are the basic propeller models. Spacer addition does not affect recommended wrench torque.



DESCRIPTION OF ALL OPERATIONS
PERTAINING TO AIRWORTHINESS DIRECTIVES,
SERVICE BULLETINS, SERVICE LETTERS,

& MINOR ADJUSTMENTS

Make: Sensenich

1 June 2012

Tach: 8960.7 Model: 72CKS6-0-54
Hobbs: 3274 Serial: K10442
TTSN: 0.0

McCauley 1A103 prop removed and replaced with STC’ed Sensenich prop part# 72CKS6-0-
54 serial# K10442. Prop installed IAW Sensenich installation instructions. I certify that this

propeller has been inspected IAW an Annual Inspection per manufactures data and is
determined to be in airworthy condition. All AD’s are current/complied with per ATP

Navigator updated 1 June 2012
Greg Livin@
A&P 1A 2849760
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DESCRIPTION OF ALL OPERATIONS

PERTAINING TO AIRWORTHINESS DIRECTIVES,

SERVICE BULLETINS, SERVICE LETTERS,
& MINOR ADJUSTMENTS

I Sept 2012
Tach: 8961.2
Hobbs: 3274.5
TTSN: 0.5

I certify that this propeller has been in

data and is determined to be in airwo
ATP Navigator updated 1 Sept 2012

Make: Sensenich
Model: 72CKS6-0-54
Serial: K10442

spected IAW an Annual Inspection per manufactures

rthy condition. All AD’s are current/complied with per

Greg Liifi"m;ﬁ'

A&P 1A 2849760
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DESCRIPTION OF ALL OPERATIONS
PERTAINING TO AIRWORTHINESS DIRECTIVES,
SERVICE BULLETINS, SERVICE LETTERS,

& MINOR ADJUSTMENTS

Make: Sensenich

1 Oct 2013

Tacﬁ: 9000.3 Model: 72CKS6-0-54
Hobbs: 3321.8 Serial: K10442
TTSN: 39.6

I certify that this propeller has been inspected IAW an Annual Inspection per mgnufac.:tures
data and is determined to be in airworthy condition. All AD’s are current/complied with per

ATP Navigator updated 1 Oct 2013
Greg Livingw

A&P 1A 2849760

23 0ct 2014
Tach: 9039.5
Hobbs: 3370.2
TTSN: 78.8

ATP Navigator updated 2

DESCRIPTION OF ALL OPERATIONS
PERTAINING TO AIRWORTHINESS DIRECTIVES,
SERVICE BULLETINS, SERVICE LETTERS,

& MINOR ADJUSTMENTS

30ct2014

Make: Sensenich
Model: 72CK $6.0-54

Serial: K 10442

Greg Livingston
A&P 1A 2849760




DESCRIPTION OF ALL OPERATIONS
PERTAINING TO AIRWORTHINESS DIRECTIVES,
SERVICE BULLETINS, SERVICE LETTERS,

& MINOR ADJUSTMENTS

TACH
DATE DESCRIPTION OF WORK SIGNATURE

L Depember 5, 2015, 9080.9 Tach, General Service and Inspection.
This Prppeller has been inspected in accordance with an annual inspection and was
determined to be in an airworthy condition at this time. Gary Hamilton 2752170




