DV Aviation, LLC February 12, 2026
N&15PJ Cessna 340A S/N: 340-0260 Tach: 3.627.9 AFTT: 5.158.2

Performed Annual Inspection AW FAR 43 Appendix D, referencing Cessna 340A Maintenance Manual,

{ ubricatad all pushrods, controls, bearing surfaces, and ianding gear somponents.

Replaced ELT Batt. with new, P/N: 8P-1010, and inspected IAW FAR 81.207(d) with praper indications of

oparation. ELT Bail, EXP: Mar, 2028,

Removed, cleaned, re-installed, and secured fuel filter bow! screens using new gaskets.

CAW applicable [CAS iAW pertinent docurnentation plagsd in aireraft records. .

CAN AD 2016-17-08, Eif. Date: 9/12/2018, elevator trim tab hardwaie, by inspection with no discrepancies noted.

AD next due 100hrs, TiS or 19 catendar months, whichever occurs first.

CiW AD 2000-01-16, Eff. Date: 2/15/2000, Exhaust sysiems, by visual inspection and leak test 1AW paragraphs

B,C,E, and F with no discrepancies noted. AD next dus 80hrs, TIS or 30 calendar days, whichever latey for Par.

(b), 12 calendar months for Par. (c) and (&), 500hrs. TiS for Par. (d) and (f), and 2,500hrs. T8 or 12 calendar

years, whichever ooours first for Par. (@)

g CMW AD 04-21-05, Eff. Nate: 14/18/2004, Combustion Heaters, by decay test, pressure switch test, and fust
regulator ingpection with no discrepancies noted. AD next due 100hrs. TiS or 24 galendar months.

o. Replaced ilegible opsrational limitations placard, exscutive table top placard, and &ft cabin door internal/external
placards with new AW N815PJ AFM. )

10. Rermoved corroding main ship batiery, acid flushed, cleanad, and inuched up sffected areas of battery Dox.

11 Instalied new main ship battary, P/N: RG24-20.

12. Removed oxygen bottle assembly for hydrostatic test and re-installed after gualification. Secyred all attaching
hardware and leak tested with no discrepancies noted. Sarviced bottle fo 1,800ps! using aviators breathing
oxygen. 02 botlle next test date: 01/2031.

13, Repiaced LH main fual tank transfer pump with new, P/N: 6508092-4, S/N: N/A. 8acyred all hardware and fested
with proper indications of oparation.

14. Replaced LH main el tank aft access panel gasket with new and secured hardware.

415, Replaced LH main fuei tank quantity transmitter hulkhead o-ring seal with new, and secured.

16. Leak testad LH main fue! tank with no discrepancies notad.

17. Adjusted, secured, and tested instrument panel post light system with proper indications of operation.
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I | certify this Aircraft has been inspected IAW an Annuazl Inspaction and has been found to be in Airworthy
Gondition, Pertinent details of the work performed arg on file at this agency under WO#: P815PJ122025.
i ﬁ - Ryan Srnith o AP 3918877 A
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DV Aviation, LLC February 12, 2026

N615Pd Cessna 340A S/N: 340-0260 Tach: 3,627.9 AFTT: 5,150.2
LH Engine: Continental TSH0-520-NB S/N: 244832-R ENG TT: 3,670.3 SMOH: §60.2
1" Parformed 100hr./Annual inspection IAW FAR 43 Appendix D, referencing Continental Motors M-0 Manual.

2. Lubricated all engine conlrols.
3. Removed, cleaned, inspected, and re-installed cleanable intake air fiiter.
4 Drained off, look sampie, and serviced engine with 10gts. Aaroshell W100. Removed, cut, and inspected oil filter

wilh no discrepancies noted. installed and securad new, AA48108-2 ail fitter, Ground ran aircraft with no
discrepanciss noted.

Compressions: #1: 85/80, #2: 57/60, #3: B4/80, #4: BE/B0, #5: B4/80, #6: 63/80.

Removed, cleaned, gapped, tested, rotated, and re-instailed all spark plugs.

Cheoked ignition fiming with na discrepancies noted.

C/W AD 2000-01-16, EF. Date: 2/15/2000, Exhaust systems, Dy visual inspection and leak test [AW paragraphs
B,C,E, and F with no digcrepancies notad, AD next due 50hrs. TIS or 30 calendar days, whichever later for Par.
(b), 12 calendar months for Par. (c) and (e}, 500hrs. TIS for Par. (dyand (f), and 2,600hrs. TiS or 12 calendar
years, whichever 0CGUTs first for Par. ().

& e,

| certify this Engine has been inspected IAW a 100hr./Annual Inspection and has been found to be in Airworthy

Condition. Pertinent details of the work performed are on file at this agency under WO# P615PJ122025.
Ryan Smith AP 3918877 1A
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Basin Aviation, Midland, TX 432.685-7000 N615PJ #2 Engine

e

Page Nt

DA’
Date: 01 November 2024 Make: TCM Wodel: TSIO-520-NB S/N: 514725 HM: 3626.5 TT: 3703.7

SMOH: 683.6

| Compieted 100HR inspection this date, Compression: #1 71/80, #2 72/80, #3 72/80, #4 75/80, #5 70/80, #6
78/80. Changed oil and ofl fiter, cut & inspected oil filter no discrepancies noted, serviced with 10qt's
AeroShell W100, cleaned spark plugs, cleaned fuel nozzles, washed and an engine no leaks noted, All AD's
checked thru Biweekly 2024-21, | certify this Engine has been inspected in accordance with a 100HR
inspection and determined to be in air worthy condition. See Basin Aviation work order BASING0252-07-

2024,
Randall Koonce
AP 4183592
1 —  aviation, Midiand, TX 432-685-7000 N615PJ #2 Engne
L Date: 01 November 2024 Make: TCM Model: TS10-520-NB S/N: 514725 Hobbs: 3826.5 T1:
2303.5 TSMOH: 316.0

| cartify that this Enging has been inspected in sccordance with an Anm_:al inspection and it was determined
to be in alrworthy condition. Ali AD's checked through n(p4-21, See basin W.C. 2ASIN00252-07-2024

P -

Erick Gelling
-———-—‘ A&P/IA 3667875 _
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DV Aviation, LLC February 12, 2028
—  N615PJ Cessna 340A SiN: 340-02860 Tach: 3,627.9 AFTT: 5,159.2
RH Engine: Continental TSI0-520-NB S/N: 514725 ENG TT: 3,704.1 SMOH: §85.0

- 1. Performed 10Chr./Annual inspaction AW FAR 43 Appandix D, referencing Continental Motors M-0 Manual,

{ ubricated all engine controls.

Remaved, cisaned, inspectad, and re-installed cleanabie intake alr filter,

Orained cil, took sample, anc serviced angine with 10qts. Aeroshall W100, Removed, cut, and inspeciad ol filter
with no discrepancies noted. ingtalled and secured New, AAA8108-2 o fitter, Ground ran aircraft with ne
discrepanciss notsd.

¢ ompressions: #1: T4/80, 4. 74/80, #3: 73/80, #4: 73/80, #5; 53/80, #6: 77/80.

Removed, cleaned, gapped; tosted, rotated, and re-instaiied all spark plugs.

Checked igrition timing, re-set LH and RH magnetos, and sacured IAW Continental Motars M=0 Manual.

CW AD 2000-01-16, Eif, Date: /15/2000, Exhaust systemns, by visual ingpection and leak test iAW paragraphs
B,C,E, and F with noc discrepancies noted, AD next due 50hrs, T1S or 30 calendar days, whichever later for Par.

F— (b), 12 calendar months for Par. {c) and {g), 50017s. TIS for Par, {d) and {f}, and 2 500nrs. TIS or 12 calendar

years, whichever ocours first for Par. (@)

o g, Ground ran aircraft and adjusted idie RPM and full power manifold pressure with no further discrepancies noted.

l
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—— | certify this Engtrie has been inspected 1AW a 400hr.JAnmual inspection and has been found to be in Alrworthy
Condition. Pertinent details of the work performed are on flle at this agency under WO#: PE15PJ122025.

- Ryan Smith /% v jﬁg:_\ AP 3918877 1A
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DV Aviation, LLC February 12, 2026
N615PJ Cessna 340A $/N: 340-0260 Tach: 3,627.8 AFTT: 5,159.2
LH Propeller: Hartzell PHC-C3YR-2UF S/N: EB3959A propTT: 2.304.9 SMOH: 317.4

4, Performed 100hr./Annual inspection 1AW FAR 43 Appendix D reforancing Hartzell Propellers Owner's Manual.
2. No appiicable AD's due at this ime.
5 Serviced propeller hub iAW Hartzell Propellers Owner's Manual.

| certify this Propeller has neen inspected 1AW & 400hrJAnnual Jnspection and has been found to be in
Airworthy Condition. Pertinent details of the work performed are on file at this agency under WO#:
P615PJ122025.

Ryan Smith c_ﬁ__ AP 2918877 IA
e = |
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DEER HORN AVIATION, L1D.

May 2, 2023

40A-0260 Acft HM: 3.626.3 ACFT TT: 5,157.8

Pa MNE15P) Cessha 3404 SM:3
RH PROPELLER Hartzel PHC.C3YF-2UF SIN: EB3980A Prop. SMOH: 215.8 Prop. TT: 2.303.3
i Complied with 2 100 hr./Anngal inspection JAW EAR 43 append D and referencing the Cessna 3404 service manual,

2. No applicable AD's due at Liis Hme.

3, Serviced propeiler hub 1AW Hartzell Propellers Service Manual.
3 | Certify that this Propeller has baen inspected AW a 100 hr./Annual inspection and has been determined to be in
— an airworthy condition. Pertinent details of the work accomplished on this aircraft are on file underwork order

number Ma15PJ012023.

- Ryan $mith ? e S— AP 3918877 1A .

Date: 01 November 2
2303.5 SOH: 316.0

Completed 4100HR inspection 0 ; .
100HR Inspection and has been determined o be Alrw

21, See Basin Aviation work order BASINDG0252-07- 024,
:gandal'. Koonce =

024 WMakes Hartzell Model:

is date, 1 certify tnis Propelier has heen inspectsd

5pJ #2 Propeller

PHC-C3YF-2UF g/N; EB3960A HNM: 36265718

in accordance with 3
orthy condition. All AD'S checked thru Biweekly 2024-

A&P 4183992

Date: 01 Navembhe! 2024

Basin Aviation, Mi

Make: Hartzell Model: PHC-C3YF-2UF _S/MN: EB3960A HM: 3626.5 IT:

diand, TX 432.685-7000 N615PJ #2 Prop.

| certify that this Prop
determined to be in &

efler has been mspected in accordance with an Annual inspection and it was
rworihy condition. All ad’s checked through 5024-21. See basin W.O. BASIN0D2582-07-

2303.5 TSMOH: 316.0

2024
I Erick Geiling
A&P/IA 3667875
T e e T ae—— ..—u-—u—vr—-—-m—*-——'—-“-—'*“ e
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DV Aviation, LLC February 12, 2026
NG15PJ Cessna 340A S/N: 340-0260 Tach: 3,627.9 AETT: 5,158.2
PHC-C3YR-2UF S/N: EB396CA PropTT: 2,304.9 SMOH: 374

RH Propetler: Hartzell

1.
2.
3.

performed 400hr JAnnual Inspection
No applicable AD's due at this time.

AW FAR 43 Appendix D referencing Hartzell Propeiters Owner's Manual,

Sarviced propalier nub 1AW Harizell Propellers Dwner's Manual,

| certify this Propelier has been inspected 1AW a 100hr./Annual Inspection and has been found to be in

Airworthy Condition. Pertinent

details of the work performed are on file at this agency under WO#:
PE15PJ122025.

Ryan Smith f%//{ &ﬁm AP 3918877 IA
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Basin Aviation, Midland, TX 432-685-7000

NB15FJ

riate: 01 November 2024 Make: Cessna Model: 340A S/N: 240A-0260 Hobbs: 3628.5 TT: 5157.8

Complied with the following Ads

AD No, Description Method of Compliance Next Due . ]
5000-01-16  exhaust sysiem corrosion  inspected per para. (b} TT: 5207.8 or 12/01/24

2416.17-08  Elevatar Hardware inspected per para. {f)(2) T 5267.8 or 11/30/25

2023-09-09  turbo v-band clamp inspected per para. (k) 11/0172025

(eciric slevator trim servo P/N: 0106-T9
016-26270CEFCJ and re-installed
feliowing repair by §-TEC ref, 8130-2 tracking No.
37015,

s Instalied scab patch on LH cowling intake heat
shield.

» Removed and replaced tail stinger with new P/N:
42-0322

« Secured door cable uphoistery with new retainers
P/N: 5111508-4

i+ Ramoy

.

o Removed and replaced landing gear assstibly
diode, replaced | landing gear indjcator light wire,
corrected one short to ground in landing gear
indicating system,

o nstaljed scab patch on Lt inboard cowling door
latch,

» Reinoved and replaced both fuel tank cap O-Tings
P/N: MS§29513-232

L

i

Completed 100HR inspection this date, performed all normal routing maintenance, inspection, and
Airframe has been inspected in accordance with @

lubrication, AD's checked thru 2024-21, 1 certify this
100HR Inspection and has been determined {o be ai

BASIN00252-07-2024

rworthy condition See Rasin Aviation work order

s 4

Adam Carroll
A&P 4120669

|

Basin Aviation,
Date: 01 November 2094 Nake: Cessna

Midland, TX 432-685-.7000 N615PJ
NModel: 340A SIN: 340A-0260 Hobbs; 3626.5

1T

i certify that this Alrcraft
deternined to be in airworthy condition.
07-2024

5157.8

has been inspected in accordance with an Annual inspection and it was
All AD's checked through 2024-21. See basin W.O. BASING0252-

st

Erick Gelling
A&P/IA 3667875

LOGROOK ENTRY FORM
S QUALITY AVIONICS
0619 WRIGHT DRIVE, MIDLAND, TEXAS 79706
EAA REPAIR STATION

QA9R719)

2/IAN/2026 CESSNA 340A S/N 340A-0260 N615P] HM: 3627.8 HRS

TESTED PILOT'S ALTIMETER SYSTEM €O

$/N 20608149 AND
FAR 91.411 PART 43 APPENDIX E TO 30KFT.

AND CO-PILOT'S ALTSMETER P/N 5934PA-1 5/N HE875 FOR ACCURA
APPENDIX E TO 35KFT. AD 74-24-13, AD 86-05-02, AND AD 2017-0
GARMIN GTX-345 AND GTX-327 TRANSPONDERS FOR PR
PART 43 APPENDIX E. TESTED PITOT/ STATIC STESF

ATTACHED CERTIFICATION TAGS. SIGNED _frnu

GDU-520 DISPLAY P/N 011-01264-00 5/N 1650014
TESTED PILOT'S ANALOG ALTIMETER UNITED P/N 5934PA-1 5/N 7819

N$ISTING OF GARMIN GDC-74A AIRDATA COMPUTER P/N 011-00882-10

g4 FOR ACCURACY IN ACCORDANCE WITH

CY IN ACCORDANCE WITH FAR 91.411 PART 43
4-06 1S N/A BY SERIAL NUMBER, TESTED
OPER OPERATION IN ACCORDANCE WITH FAR 91.413

LEAKS IN ACCORDANCE WITH FAR 91.411, SEE
o2 QUALITY AVIONICS FAA CRS QASR718)
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