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Advanced Aircraft Service
8622 Gibbs Dr.
San Diego, CA. 92123
858-560-7599 Fax 858-560-7507
CESSNA SERVICE CENTER

Date: March 05, 2024 N#: 68EA Model: P210R S/N: P21000837
Engine Model: TSIO-520-CE (1) S/N: 1004496
JPI/Tach; 468.8 Analog/Tach: 4295.1

Installed new flap buttons on the upper skin of the left and right flaps P/N: S1093-1. Installed new GE-bulbs P/N:
1820 to all six eyebrows lights assemblies. Installed new disc brakes to left and right main landing gear assembly
P/N: 164-07800 with new brake linings P/N: 066-06200 also to the left and right brake calipers. Installed new O-
ring to the oxygen system gauge line P/N: MS28775-011. Installed new O-rings to left and right main landing gear
pivot assembly P/N: MS28775-019 and MS28775-019, checked main landing gear rigging and re-rigged as needed
to proper specifications. Removed emergency gear pump and installed new O-rings P/N: MS28775-008, MS28775-
012, MS28775-114 and installed back onto aircraft, performed gear swing and emergency gear pump operation of
landing gear system and was found to satisfactory at this time, topped of hydraulic reservoir as needed. Added RTV
sealant to oi cooler duct seal of r/h cowling and to upper F.O.D screen. Drilled holes onto flint tip tanks inspection
panels where the placards are installed, removed, and inspected tip tank flint pump fuel screen, no abnormalities
noted at this time. Installed new brake master caliper FWD hoses P/N: AE3663231B0170 R/H and
AE3663231B0224 L/H and bled brakes as needed. Installed new yoke map light P/N: 28RB and installed new
unshielded 20-gauge wire P/N: M22759/16-20-9 from rheostat to FWD connector. Re-sealed the three fuel bay
access panels on the r/h side with P/N: CS3330-B2 fuel sealant using new screws P/N: AN507-1032R7. Installed
serviceable vortex generators that were missing with Loctite AA 330 adhesive. Fabricated gaskets to install onto
main landing gear switch access panel. Installed new cherry-rivets to r/h side exhaust tail pipe’s cowl flap. Complied
with FAR 91.207 D 12-month ELT test, Batt EXP: July/2028 G-switch: GOOD. Complied with A.D 2011-09-10
rolier housing and seat rail inspection using go-no-go gauges and was found to be within proper specification.
Complied with A D 2012-19-14 to address cracks found in the wing lower main spar caps, noo cracks found at this
time, next due at analog/tach: 4395.1 or March/2025 whichever occurs first. Complied with A.D 2023-02-17 fatigue
cracking of carry-thru spar initiated at corrosion pit inspection, per paragraph (L) credit for previous action, see
Apex W/O 071819MB-1 dated 07/18/2019 for Eddy current inspection performed and log entry dated July 29 2019.
All work was performed in accordance with all current applicable service manuals. I certify that this Airframe was
inspected IAW FAR part 43 Appendix D with a 100-hour inspection and was found to be airworthy at this time and
return to service.

—  Jerman Isac Ramos W A&P:3818250
END

Advanced Aircraft Service
8622 Gibbs Dr.
San Diego, CA. 92123
858-560-7599 Fax 858-560-7507
CESSNA SERVICE CENTER

Date: March 05, 2024  N#: 68EA Model: P210R  S/N: P21000837
Engine Model: TSIC-520-CE (1) S/N: 1004496
JPIfTach: 468.8 Analog/Tach: 4295.1 Hobbs:

This Airframe has been inspected IAW FAR part 43 Appendix D, using current aircraft maintenance

manual as a guide to complete an Annual inspection and was determined to be Airworthy condition at this J

time.
George Oesterreicher A&P: 3046974 IA

END
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Advanced Aircraft Service
8622 Gibbs Dr.
San Diego, CA. 92123
858-560-7599 Fax 858-560-7507
CESSNA SERVICE CENTER

Date: September 19", 2024 N# 68EA Model: Cessna P210R S/N: P21000837
Tach: 506.3 Hobbs: 554.7 sech Vach 4332.6

Installed resistor P/N: 83-0057 on Alternator #1 and Alternator #2 |
Installed # 2 alternator P/N: DOFF10300B and S/N: A240431

Drained oil and sampled for Blackstone Oil Analysis.

Cut open oil filter and inspected.

No abnormalities noted at this time.

Added 9 quarts of Aeroshell 100W Plus.

Removed and installed new oil filter P/N: AA48109

Blead both left and right brakes.

Recharged AC system with 2Ib of R134A.

Removed left and right fuel cap gasket and slip ring and replaced with new. P/N: 4970 & 4969
Solvent washed engine.

Ground run performed. Leak checked. No abnormalities noted at this time.

All work was performed in accordance to all current applicable service manuals.
| certify these repairs have been and were determined to be in an airworthy condition at
this time and return to service.

George Oesterreicher A&P: 3046974 IA

I I
= Advanced Aircraft Service
8622 Gibbs Dr.
San Diego, CA. 92123 —
858-560-7599 Fax 858-560-7507
CESSNA SERVICE CENTER

Date: October 30", 2024 N# 68EA Model: Cessna P210R S/N: P21000837
Tach: 4332.0

ie Troubleshoot ALT 1 and ALT 2, altemator off lights.
’ Removed and sent ALT 1 and ALT 2 to Aero Accessories
16152 Valerio Street Van Nuys, CA 91406 o
Repair Station# XB2R286L
4 Installed AUX Wire on Alternator #1 and Alternator #2 e ——
W/O# 61892 and W/O# 61893 i
. Installed ALT 1 and ALT 2
4 Solvent washed engine.
» Ground run performed to check ALT 1 and 2 system. No abnormalities noted at this time.

All work was performed in accordance to all current applicable service manuals.

| certify these repairs have been and were determined to be in an airworthy condition at
this time and retum to service.
-
George Oesterreicher END A&P: 3046974 IA
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Advanced Aircraft Service
8622 Gibbs Dr.
San Diego, CA. 92123
858-860-7599 Fax 858-860-7807
CESSNA SERVICE CENTER

Dste: July 19, 2025 N# 68EA Modet Cessna P210R S/N: P21000837
Engine: TSIO-520-CE (1) Engine S/t 1004498
Tach 43483 Hobbs: 60187

Checked and tested ELT in sccordance 1o FAR 91.207 (d). G Switch good. Battery due Jy 2028.

Instafled new shielded wire for nev lights. Operational check performed. No sbnormaiities noted.

Repilaced pin connection on JP1 for lefright wing tip tank fuel gauge. Operational check performed. No sbnormalities noted.
FR certification completed next due July 2027. Invoice: 25060-002

Instafled new washers for finkage on LM cow flap. P/N: ANSG0-10L

Lubricated all engine controls.

Instalied new altemator restart betteries.

Refilled oxygen bottle to manufactures specs. Oxygen bottle hydrostatic test due 2026.

Repiaced overhead blower motor with new. PN D-001-635

Butt spliced wire near A/C blower. No abnormalities noted.

Clocked landing light into cormect position.

Re-sttached vortex generstor (o left wing.

Serviced A/C system and tested for loaks.

Removed and replaced with new fuse holder and fuse for ground power

Performed NORMAL extension and retraction and Emergency extension numerous times on the gear system. No abnormalities noted at this time.
Ground run performed and no abnormallities noted at this time.

Complied with AD 85-11-07 R1 (Turbocharger Ol Reservoir) (SE-85-11). No crack fond

Complied with AD 2011-10-09 (To Prevent Seat Slippage or The Seat Roller Housing From Departing From The Seat Rail)
Complied with per paragraph (g)1-10) by visual inspection using go-no-gauges and was found to be within imits.

Complied with AD 2012-10-04 ( To Address Cracks Found In Wing Lower Spar Caps) (SEL-57-01 R1). No cracks found.

Inspected sircraft exterior for general condition and security of skins, cowlings, windows,

fairings, tip caps, pitot and static ports, static wicks, and antennas. Extended flaps and

inspected flaps, rollers, and cove skins for defects. Cleaned flap tracks.

Inspected tires for excessive wear, cracking or cuts, checked tire pressure.

Checked taxi, landing, position, puise, beacon, strobe, and interior lights for operation.

Checked flight controls including trim for freedom of movement, binding or unusual noises

:wuwdmmmmumammuw
travel.

All work was performed in accordance to all curent applicable service manuals.
| certify this Airframe has been inspected IAW FAR part 43 Appendix D, using current aircraft maintenance

m-.mnmamwmmmnuhnmmu
this tirme and retum to service. e |
Seorge Ousteweicher 4@ ASP: 3046974 1A

ACFT Model: P210R Airframe Logbook Entry Date:  January 14, 2026

Serial No.:  P21000837 Gibbs Service Center W.O. No.: 26-021

Montgomery Field, San Diego, CA 92123

Reg.No.. N68EA FAA Approved Repair Station VT3R931L Tach Time: 4373.1

Serviced all tires with nitrogen. Lubricated all control surface hinges.

The aircraft and engine identified above repaired/replaced and inspected in accordance with current federal aviation

regulations and was found airworthy for return to service. Pertinent details of the repair/replacement are on file at this

agency under Order No. 26-021

—|Date: | 1-14-2026 Signed: @——

of =4

SUB-TOTALS this page

TOTALS-Carry forward to next page

i Scanned with !
i & CamScanner’;


https://v3.camscanner.com/user/download

