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Log No.
Aircraft Reglstration No. __ NePJ
Engine Manufacturer Continental
Model 10-360-C
Serial No. 56726-8-D
Date installed on aircraft
Time Between Overhauls (TBO) Hours

If used on multi-engine aircraft;
O Right O Left
O Front O Rear

(All applicable information must be filled in)
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TOTALS brought forward from previous page

[PH.] 541.347 2022

Bandon Aviation, LLC. r.0. 8ox 655, Bandon Oregon, 97411

12/472020 HOBBS: 2325.7 AFTTIS: 3779.1 ETTSN: 304.4 FRONT ENGINE

Installed this engine in Cessna 337D, N2PJ, 5/N# 337-1161. Cut and inspected oil filter with no abnormalities noted. Replaced
all valve cover gaskets. Replaced all exhaust and induction gaskets. Replaced induction couplers. Cleaned all fuel injection
nozzles. Engine driven fuel pump overhauled by Western Skyways. Replaced throttle, mixture and propeller control rod ends and
rigged engine controls. Replaced all Nexible fuel, oil and hydraulic hoses on front and rear engines with shop fabricated hose
assemblies of Aeroquip 303 hose, using retained end fittings. Replaced flexible vacuum hoses with Mil. 6000. Cleaned, gapped
inspected and rotated spark plugs. Replaced magneto and alterator drive bungees. Verified correct engine to magneto timing.
Performed differential compression test and borescope inspection IAW SB03-3 with results as follows: 1) 72/80 2) 71/80 3)
74/80 4) 69/80 5) T2/80 6) 72/80, Serviced engine with 8 Qts, Phillips XC 20-50 and installed new CH48110-1 filler. Set fuel
flows IAW TCM SID97-3G. Engine ground runs and operational leak checks performed with no discrepancies noted. AD notes

checked for compliance through Bi-weekly issue 2020-25.

AD 2011-26-07 found NOT APPLICABLE, slick magnetos not installed.
AD 2010-11-04 found NOT APPLICABLE, by replacement date of hydraulic lifler assemblies.
AD 2000-23-21 found NOT APPLICABLE, by manufacture-ds ankshaft.
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Bandon Aviation, LLC. r.o. Box 655, Bandon Oregon, 97411

[PH} 541-347-2022

10/18/2022 HOBBS: 2326.7 AFTTIS: 3780.1

compliance through bi-weekly issue 2022-21,

1 certify that this POWERPLANT has been inspected in accond
an AIRWORTHY condition for retum to Service.™

ETTSN: 305.4

FRONT ENGINE

Performed a 100HR inspection in conjunction with an ANNUAL inspection using a checklist that exceeds the requirements of
FAR 43 appendix (d). Ground runs and operational leak checks performed with no discrepancies noled. AD notes checked for
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Bryan Mergan, Owner ]
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viatio P.O. Box n Oregon, 97411 (PH] 541-347 2022
FRONT ENGINE

7/11/2024 HOBBS: 2363.5 AFTTIS: 3817.5 ETTSN: 342.2

|

Performed a 100HR inspection in conjunction with an ANNUAL inspection using a checklist that exceeds the requirements of

FAR 43 appendix (d). Oil not changed at this time due to low hours since last; customer provided oil filter for inspection. with no

abnormalities noted. Performed a differential compression test and borescope inspection in accordance with SB03-3, with results —

as follows: 1) 76/80 2) 67/80 3) 76/80 4) 58/80 5) 77/80 6) 67/80. Cleaned, gapped, inspected and rotated spark plugs. Venified
correct engine to magneto timing. Secured hoses and wiring runs. Verified fuel flows in accordance with TCM SID97-3G.
Ground runs and operational leak checks performed with no discrepancies noted. AD notes checked for compliance through bi-
weekly issue 2024-14,

“I certify that this POWERPLANT has been inspected i
an AIRWORTHY condition for return to Service.”

LA el 7/11/24
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— - 6/30/25 HOBBS: 2411.9 EI ISN: 415.7
9/23/124 HOBBS: 2374.8 ETTSN: 378.9 Changed oil and oil filter CH48108-1
Changed oil and oil filter CH48108-1 ————— ith 8 Qts. Phillps XC 20-50
with 8 Qts. Phillips XC20-50.
Bryan Morgan, Owner

Bryan Morgan, Owner L ,

F T | I ot
Bandon Aviation, LLC. po. Box 655_Bandon Oregon, 97411 [PH) 541-347.2022

FRONT ENGINE
8/1/2025 HOBBS: 2414.4 AFTTIS: 3868.4 ETTSN: 393.1 5

Performed a 100HR inspection in conjunction with an ANNUAL inspection using a checklist that exceeds the roquirements of
FAR 43 appendix (d). Oil was changed by owner; oil filter was provided for inspection, with no metal noted. Performed a
differential compression test and borescope inspection in accordance with SB03-3, with results as follows: 1) 73780 2) 76/80 3)
71780 4) 68780 5) 72/80 6) 74/80. Cleanced, gapped, inspected and retated spark plugs. Verified cormect engine 10 mazgneto timing.
Secured hoses and wiring runs. Replaced alternate air door spring. Ground runs and operational leak chocks performead with no
discrepancies noted. AD notes checked for compliance through bi-wezkly issue 2025-16.

=1 certify that this POWERPLANT has been inspected ot and has been determinad to be in

an AIRWORTHY cendition for return to Service.”,
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—— Bandon Aviation, LLC. ro. iox 655 Bandon Oregon, 97411 IPH.] 541-347-2022
81972026 HOBBS: 2456.2 AFTTIS: 3910.2 ETTSN: 434.9

FRONT ENGINE

Performed a 100HR inspection in conjunction with an ANNUAL inspection using a checklist that exceeds the requirements of
FAR 43 appendix (d). Oil was changed by owner: oil filter was provided for inspection, with no metal noted. Performed a
differential compression lesl and borescope inspection in accordance with SB03-3, with results as follows: 1) 7980 2) 79/30 3)
79/80 4) TR/B0 5) 79/80 6) 79/80. Cleaned, gapped, inspected and rotated spark plugs. Verified correct engine 1o magneto timing,
Replaced left and right magneto noise filters. Ground runs and operational leak checks performed with no discrepancies noted.
AD notes checked for compliance through bi-weekly issue 2026-16.

“| certify that this POWERPLANT has been inspected in 2 ance with a 100HR inspection and has been determined to be in
e AIRWORTHY condition for return 10 Service.” 1
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